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Parts List
Windjammer™ Qty - 1

Wrap Fabric around Bows Remove Pivot Brackets

Remove Top Assembly

Remove Rear Window

Open zipper on Rear Window. Pull the Tailgate Bar 
out of the mounts on the vehicle. Slide the Tailgate 
Bar off the Rear Window and set it aside to be 
used later.  

Release the front of the top from the windshield 
and lay the bows down. Refer to owner's manual 
for instructions.

Fold the Top Down

Wrap the top fabric tightly around the bows. Then 
wrap the legs tightly around the top fabric.

Pull Tailgate Bar out 
of Tailgate Mounts 

Slide Tailgate Bar off 
of Rear Window

Wrap fabric 
around bows

Wrap fabric legs 
around top fabric

Use a T30 Torx to remove the soft top assembly.

Use a T30 Torx to remove the main Pivot Brackets 
on both sides of the vehicle.

T30 Torx

Remove Bow and 
Fabric Assembly

T30 Torx

Remove Pivot 
Bracket
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Secure Windjammer™ to 
Top Sport Bar

Orient the Windjammer™ with the window toward 
the top and with the vinyl side out. Start with the top 
straps and thread the end of each strap around the 
sport bar and through each buckle. Loosely tighten 
each strap to hold the Windjammer™ in position. 

Windjammer™

Sport Bar

Thread the side straps loosely around 
the side sport bars.

Secure Windjammer™ to 
Side Sport Bars

Pull down gently on the fabric and thread the 
straps through the back of the seat brackets. 
Buckle the straps.

Tighten all straps.

Secure Windjammer™ to 
Seat Brackets

If you have a Duster™ Deck Cover on your 
vehicle, attach it to zipper under the flap on the 
Windjammer™.

Secure Windjammer™ to 
Duster™ Deck Cover – Optional

Windjammer™

Duster™ Deck 
Cover

Zip Duster™ Deck Cover to 
Windjammer™

Windjammer™

Windjammer™




