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Installation Instructions
Fabric Replacement Top for Trektop NX

© 2024 Bestop, Inc.P3 - 52820 - Rev. B 0524

Vehicle Application:	
Jeep Wrangler TJ
1997 – 2006 
Part Number: 52820

Rear Bow
Qty - 1

Door Surround - Left 
Qty - 1

!STOP!  Do not proceed unless you have a Trektop NX already installed.
You will need these parts to complete the installation

Tailgate Bar
Qty - 1

M8 x 75mm 
Knob
Qty - 1

Tailgate Mount - Left
Qty - 1

Tailgate Mount - Right
Qty - 1

Door Surround - 
Right Qty - 1

M8 x 75mm 
Knob
Qty - 1

Windshield Header, Side 
Bow Assembly
Qty - 1



Installation Instructions - Fabric Replacement Top for Trektop NX

Installation Instructions
Fabric Replacement Top for Trektop NX

© 2024 Bestop, Inc.P4 - 52820 - Rev. B 0524

Vehicle Application:	
Jeep Wrangler TJ
1997 – 2006 
Part Number: 52820

Included Parts

Fabric Top

Right Side Window

Left Side Window

Rear Window

J-Hook Buckle Strap,
Qty - 2
Part # 479.29

Used in Section 9

Used in Sections 5 – 15

Buckle Strap

Fabric Top and Windows

Used on Page 14

Used on Pages 10 – 22
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Page 5Remove Side and Rear Windows from Old TopSection 1

Step 1

Step 1
Remove Side Windows and Rear Window.
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Page 6Section 2 Release Plastic Strips and Web Straps

Step 1 Step 2

Step 3

Step 1 Step 3

Step 2

Release plastic strips above the doors 
from the channel in the Door Surround on 
each side of the vehicle.

Release straps around sport bar.

Loosen, remove, and discard Rear Strap.
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Page 7Section 3 Remove Header and Fabric From Vehicle

Step 1 Step 2

Step 1 Step 2

Release the latch that secures the header 
to the windshield. Pull up on the lever and 
then down and out to release the hook 
from the slot in the windshield frame

Fold the Top Fabric toward the front of the Header. 
Pull the release knob on the Side Bow to release 
the pin from the Door Surround Bracket. Repeat on 
the other side of the vehicle.
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Page 8Section 3 Remove Header and Fabric From Vehicle (cont.)

Step 3

Step 3

Release the J-Hooks on the rear bow flaps 
from the ends of the Rear Bow. Slide the 
Rear Bow out of the pocket in the Top 
Fabric. 
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Page 9Section 4 Remove Fabric From Header

Step 1

Phillips 
Screwdriver

Step 1

Remove the #8 x 5/8” Pan Head Screws 
along the front of the header.
Remove the Oval Head Screw in the out-
side holes on each side of the Header.
Set all screws aside to be reused.
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Page 10

Phillips 
Screwdriver Utility Knife

Section 5 Install New Top Fabric On Header

Step 1 Top Fabric

Step 1

Lay the top fabric, backing side up and 
aligned with the front edge of the Header. 
Use a utility knife to slit the fabric over 
each screw position. Locate the round hole 
that marks the center of the plastic strip 
(all other holes are slotted). Install a #8 x 
5/8” Pan Head Screw in the round hole 
to secure the fabric to the header as well 
as to center the top. Then install #8 x 5/8” 
Pan Head Screws in the remaining holes 
along the front of the header.
Install an Oval Head Screw in the outside 
holes on each side of the Header.
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Page 11Section 6 Install Rear Bow

Step 1

Step 1

Slide the Rear Bow into the pocket inside 
the rear of the Top Fabric. Secure the J-
Hooks on the rear bow flaps to the ends of 
the Rear Bow.
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Page 12Section 7 Mount Header Assembly to Door Surround

Step 1 Step 2

Step 1 Step 2

Fold the Top Fabric toward the front of the 
Header. Place the Header on the vehicle. 
Pull the release knob on the Side Bow 
and insert the pin into the Door Surround 
Bracket. Repeat on the other side of the 
vehicle.

Pull the Top Fabric back over the sport bar.
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Page 13Section 8 Secure Straps to Sport Bar

Step 1

Step 1

Loosen the speaker pod. Slip the straps 
between the speaker pod and the sport 
bar. Wrap the straps around the sport bar 
on each side of the vehicle. Thread the 
ends of the straps through the buckles and 
tighten. Tighten the speaker pod.
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Page 14Section 9 Secure Rear Strap

Step 1 479.29 Step 2

J-Hook Buckle Strap,
Qty - 1 per side
Part # 479.29

Hardware

Step 1 Step 2

Thread a J-Hook Buckle Strap through the 
buckle on one of the rear straps. 

Hook the strap to the ledge inside the rear 
corner of the vehicle. Repeat on both sides 
of the vehicle.
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Page 15Install Rear WindowSection 10

Step 1

Step 1

 Align the J-slide with the J-slide sewn into 
the rear of the Top. Slide them together 
until the Rear Window is centered in the 
opening.



Installation Instructions - Fabric Replacement Top for Trektop NX © 2024 Bestop, Inc.P16 - 52820 - Rev. B 0524

Page 16Install Side WindowSection 11

Step 2
Step 1

Separate the protective flap covering the hook 
strip on the side of the Deck. Open the flap 
toward the inside of the vehicle.
Start the zipper along the top of the Side 
Window with the zipper in the Top. Only close 
the zipper 1-2". Repeat with the rear zipper 
and the zipper on the Rear Window. Repeat 
with both Side Windows.

Step 1

Step 2Open the header to make it easier to 
install the Side Windows and the Rear 
Window.
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Page 17Install Side Window (cont.)Section 11

Step 3

Step 4

Step 5

Step 3

Step 4 Step 5
Close the zippers along the top of each 
Side Window.
Push Plastic Reinforcement down to 
make it easier to close zipper.

Slip the plastic strip along the 
bottom of the Side Windows into 
the channel in the belt rail on 
each side of the vehicle.

Slip the plastic strip on the 
front of a Side Window into the 
channel in the Door Surround. 
Repeat with both Quarter 
Windows.
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Page 18Install and Secure Tailgate BarSection 12

Step 1

Step 2
Tailgate Bar
Qty - 1
Required, but not 
included

Hardware

Step 1 Step 2
Open the tailgate. Orient the Tailgate Bar with the 
rubber bulb facing down, in order to form a seal 
with the top of the tailgate. Slide the groove in the 
Tailgate Bar onto the tube inside the bottom of the 
Rear Window. Roll the Tailgate Bar into the top of 
the Tailgate Mounts. 
Close  the Rear Window zippers. 

Slip the plastic strips along the bottom of the 
Rear Window into the channel in the Tailgate 
Mounts on each side of the tailgate.
Wrap the Quarter Windows over the Rear 
Window and slip the plastic strips on each 
Quarter Window into the channel in the 
Tailgate Mounts on each side of the tailgate.
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Page 19Secure Top Fabric to Side WindowsSection 13

Step 1

Step 1

Step One 
Fasten the loop strip sewn inside the Top to the 
hook strip along the top of the Quarter Window on 
each side of the vehicle.s. 
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Page 20Close Sunrider and Secure Header LatchesSection 14

Step 1

Step 1
Close Sunrider.
Hook the latches on the Header into 
the holes in the windshield and close 
them.  
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Page 21Secure Top Fabric to Door SurroundSection 15

Step 1

Step 1
Slip the plastic strips above the doors into 
the channel in the Door Surround on each 
side of the vehicle..
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Page 22To Use Trektop NX as a BikiniSection 15

Step 1

WARNING

AVERTISSEMENT

AVERTENCIA

When operating the vehicle 
without the Side Windows, 
remove the Rear Window for 
proper ventilation.

Retirez la vitre arrière afin 
d’obtinir une bonne ventilation 
si les vitres de custode ne 
sont pas utilisées alors que le 
véhiclule fonctionne.

Cuando el veículo 
foncione sin ventanas de 
los cuartos traseros, quite 
el medallón para asegurar 
la ventilación adecuadta.

Step 1
Your Trektop NX can be used as a Bikini 
by removing the Side Windows and Rear 
Window and storing them carefully. Fold 
the protective flaps over to engage the 
hook and loop tape. 



Zippers: Keeping zippers cleaned and lubricated with Bestop’s Zipper Cleaner 
(part no. 11206-00) will help prevent damage and keep the zippers in smooth work-
ing condition.  If a zipper opens behind the slider, the slider may have been spread 
apart. This problem can usually   
be repaired by using an ordinary pair of pliers to bring the sides back into parallel. 
Return slider to the end of the zipper in the normal Open position.  Squeeze lightly 
at first and test the zipper. If the zipper continues to remain open squeeze more 
firmly with the pliers and try the zipper again. Repeat this procedure until the zipper 
operates correctly.

Care and Maintenance of your Bestop Product
Your Bestop product is made of the finest materials available. To keep it looking new and for the maximum possible wear, it will need
periodic cleaning and maintenance.
Fabric: The fabric should be washed often using soap, warm water and a soft bristle brush Rinse with clear water to remove all traces
of soap. Bestop recommends using Bestop Cleaner (part no. 11201-00) and Bestop Protectant (part no.11202-00) for Vinyl fabric and
Bestop Twill Protectant (part no. 11207-00) for Twill fabric. Bestop Cleaner and Bestop protectant are specially formulated to provide a
total cleaning and protection system. Bestop Cleaner safely removes the toughest stains, will not harm vehicle finishes, is biodegradable
and environmentally friendly. Bestop Protectant protects against UV-fading, cracking and hardening, and repels dust, grease, dirt and
mildew.
Windows: Keep windows clean to avoid scratching. DO NOT use a brush on the windows! Wash with a water-soaked cloth or sponge
and a mild dishwashing detergent. Bestop recommends Bestop Vinyl Window Cleaner (part no. 11203-00), which safely cleans and
protects vinyl windows and helps prevent UV damage. NEVER WIPE THE WINDOWS WHEN THEY ARE DRY. Be careful when cleaning
snow or frost from the vinyl windows since they are easily scratched and may crack at low temperatures. DO NOT roll the sides or rear
window in cold weather. The windows become stiff and will crack. Cracks caused by misuse in cold temperatures are not covered under
warranty.
Water: Seeping through at the seams may be stopped by applying 3-M Scotchgard® on the inside of the seams. 

Snaps: Keep snaps cleaned and lubricated with silicone to help prevent snaps from sticking to the studs. If a snap does become stuck
to a stud, use a screwdriver and GENTLY pry apart to prevent permanent damage to the snap or the top fabric.

Normal Slider-
Jaws Parallel

Damaged Slider-
Jaws spread apart
(Sometimes broken)

For Bestop Warranty Information, Please go to; 
https://www.bestop.com/help/warranty-information/




